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CP06000
CARBON STEEL WAFER 

SWING CHECK VALVE

-10 0C to +100 0C

PN16

CP06000

SIZE 2” 2 1/2” 3” 4” 5” 6” 8” 10” 12”

DN (mm) 50.0 65.0 80.0 100.0 125.0 150.0 200.0 250.0 300.0

ØA (mm) 109.0 129.0 144.0 164.0 194.0 220.0 275.0 330.0 380.0

ØB (mm) 91.0 111.0 119.0 147.0 171.0 200.0 256.0 302.0 352.0

ØC (mm) 32.0 40.0 54.0 70.0 92.0 112.0 154.0 192.0 227.0

D (mm) 14.0 14.0 14.0 18.0 18.0 20.0 22.0 26.0 32.0

Rating PN16 PN16 PN16 PN16 PN16 PN16 PN16 PN16 PN16

Weight (kg) 1.10 1.50 1.82 2.40 3.45 5.2 9.86 16.60

MATERIALS

Body: Chrome Plated Carbon Steel

Disc: Chrome Plated Carbon Steel

Eye Bolt: Chrome Plated Carbon Steel

O-Rings: NBR

Retainer Screw: Chrome Plated Carbon Steel

Disc Bearing: Chrome Plated Carbon Steel
CONNECTIONS

Flanges Standard: PN10/16


