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CP1002
BRASS GATE VALVE

0 0C to +120 0C

PN20

BSP

CP1002

SIZE 1/4” 3/8” 1/2” 3/4” 1” 1 1/4” 1 1/2” 2” 2 1/2” 3” 4” 5”

A (mm) 43.0 46.0 52.0 58.0 59.0 67.0 73.0 84.0 98.0

B (mm) 30.0 36.0 44.0 54.0 62.0 76.0 93.0 107.0 140.0

C (mm) 68.0 78.0 93.0 108.0 125.0 143.0 175.0 205.0 235.0

D (mm) 45.0 45.0 50.0 55.0 60.0 70.0 100.0 100.0 120.0

Rating PN20 PN20 PN20 PN20 PN20 PN20 PN20 PN20 PN20

PSI 290 290 290 290 290 290 290 290 290

Weight (kg) 0.196 0.280 0.402 0.602 0.796 1.210 1.880 2.630 4.640

MATERIALS

Body: Brass CW617N

Bonnet: Brass CW617N

Gland Packing: Brass CW614N

Handwheel: Pressed Steel

Nut: Brass CW614N

Seat: Brass CW617N

Stem: Brass CW614N

Washer (Body): Guarnital

Washer: EPDM 90

CONNECTIONS

BSP Parallel: ISO228
(equivalent to DIN 259 and BS 2779)


