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CP1005
BRONZE GLOBE VALVE

-10 0C to +170 0C

PN16

BSP

CP1005

SIZE 1/4” 3/8” 1/2” 3/4” 1” 1 1/4” 1 1/2” 2” 2 1/2” 3” 4” 5”

L (mm) 45.0 45.0 49.0 55.0 63.0 72.0 89.0 100.0

H (mm) 66.0 66.0 67.0 78.0 90.0 100.0 125.0 145.0

A (mm) 50.0 50.0 50.0 50.0 55.0 60.0 70.0 80.0

C (mm) 9.5 9.5 11.0 13.0 12.0 15.0 15.0 19.0

PN PN16 PN16 PN16 PN16 PN16 PN16 PN16 PN16

Weight (kg) 0.200 0.200 0.210 0.320 0.460 0.680 1.030 1.450

MATERIALS

Body: Bronze C83600 ASTM B62

Bonnet: Brass CW617N

Stem: Brass CW614N

Packing Gland: Brass CW614N

Packing Nut: Brass CW614N

Packing: PTFE

Handwheel: Aluminium GD12FE

Body Gasket: Red Fibre (1/4” - 1”)

Washer Ring: Brass CW614N

CONNECTIONS

BSP Parallel: ISO228  
(equivalent to DIN 259 and BS 2779)


