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CP1016
STAINLESS STEEL 

GLOBE VALVE

180 0C MAX

CL200 BSP

CP1016

SIZE 1/4” 3/8” 1/2” 3/4” 1” 1 1/4” 1 1/2” 2” 2 1/2” 3” 4” 5”

L (mm) 52.0 52.0 52.0 66.0 76.0 86.0 94.0 118.0

H (mm) 105.5 105.5 107.0 116.0 129.2 153.5 157.0 172.0

W (mm) 70.0 70.0 70.0 80.0 80.0 90.0 100.0 100.0

Rating CL200 CL200 CL200 CL200 CL200 CL200 CL200 CL200

Weight (kg) 0.338 0.320 0.329 0.472 0.660 1.010 1.290 1.822

MATERIALS

Body: Stainless Steel CF8M

Disc: Stainless Steel CF8M

Bonnet: Stainless Steel CF8M

Gasket: PTFE

Gasket: Stainless Steel SUS304

Packing: PTFE

Gland: Stainless Steel SUS304

Cap Nut: Stainless Steel CF8M

Stem: Stainless Steel SUS316

Handle: Aluminium

Nameplate: Aluminium

Stem Nut: Stainless Steel SUS304

CONNECTIONS

BSP Parallel: ISO228 (Equilvalent to DIN 259)


