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CP1100
DUCTILE IRON FLANGED 

Y-TYPE STRAINER

100 0C MAX

PN16

CP1100

SIZE 2” 2 1/2” 3” 4” 5” 6” 8”

DN (mm) 50.0 65.0 80.0 100.0 125.0 150.0 200.0

ØD (mm) 165.0 185.0 200.0 220.0 250.0 285.0 340.0

ØD1 (mm) 88.0 112.0 125.0 145.0 180.0 210.0 255.0

L (mm) 230.0 290.0 310.0 350.0 400.0 280.0 600.0

ØK (mm) 125.0 145.0 160.0 180.0 210.0 240.0 295.0

n-Ø Ød (mm) 4-Ø18 4-Ø18 8-Ø18 8-Ø18 8-Ø18 8-Ø22 12-Ø22

H (mm) 134.0 182.0 208.0 240.0 280.0 325.0 400.0

b (mm) 18.0 20.0 22.0 26.0 26.0 28.0 31.0

Filtrarion (Mesh) 80.0 80.0 80.0 80.0 80.0 80.0 80.0

Rating PN16 PN16 PN16 PN16 PN16 PN16 PN16

Weight (kg) 8.50 14.50 17.60 26.00 35.00 50.00 100.00

MATERIALS

Body: Ductile Iron GGG40

Strainer: Stainless Steel 304

Cover: Cast Iron GG25

Washer: PTFE & Graphite

Bolt: Cast Iron GG25
CONNECTIONS

Flanged to PN16


