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View General Precautions

CP128LT
BRASS 3-WAY BALL VALVE

T PORT, FULL FLOW

-20 0C to +150 0C

PN25 BSP

CP128LT

SIZE 1/4” 3/8” 1/2” 3/4” 1” 1 1/4” 1 1/2” 2” 2 1/2” 3” 4” 5”

A (mm) 77.0 77.0 77.0 92.0 104.0 118.0 138.0 162.0

B (mm) 39.0 39.0 39.0 47.0 55.0 65.0 79.0 93.0

C (mm) 85.0 85.0 85.0 107.0 124.0 134.0 145.0 186.0

D (mm) 125.0 125.0 125.0 145.0 170.0 170.0 170.0 260.0

G (mm) 58.0 58.0 58.0 70.0 80.0 92.0 109.0 125.0

Rating PN25 PN25 PN25 PN25 PN25 PN25 PN25 PN25

PSI 360 360 360 360 360 360 360 360

Weight (kg) 0.704 0.664 0.640 1.079 1.638 2.217 3.584 5.850

MATERIALS

Body: Nickel Plated Brass 
CW617N

Ball: Nickel Plated Brass 
CW617N

End Cap: Nickel Plated Brass 
CW617N

Stem: Brass CW614N

Seats: PTFE

O-Rings: NBR

Handle: Aluminium

CONNECTIONS

BSP Parallel: ISO 228  
(equivalent to DIN 259 and BS 2779)
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CP128LL
BRASS 3-WAY BALL VALVE

L PORT, FULL FLOW

-20 0C to +150 0C

PN25 BSP

CP128LL

SIZE 1/4” 3/8” 1/2” 3/4” 1” 1 1/4” 1 1/2” 2” 2 1/2” 3” 4” 5”

A (mm) 77.0 77.0 77.0 92.0 104.0 118.0 138.0 162.0

B (mm) 39.0 39.0 39.0 47.0 55.0 65.0 79.0 93.0

C (mm) 85.0 85.0 85.0 107.0 124.0 134.0 145.0 186.0

D (mm) 125.0 125.0 125.0 145.0 170.0 170.0 170.0 260.0

G (mm) 58.0 58.0 58.0 70.0 80.0 92.0 109.0 125.0

Rating PN25 PN25 PN25 PN25 PN25 PN25 PN25 PN25

PSI 360 360 360 360 360 360 360 360

Weight (kg) 0.712 0.664 0.646 1.086 1.665 2.278 3.626 5.910

MATERIALS

Body: Nickel Plated Brass 
CW617N

Ball: Nickel Plated Brass 
CW617N

End Cap: Nickel Plated Brass 
CW617N

Stem: Brass CW614N

Seats: PTFE

O-Rings: NBR

Handle: Aluminium

CONNECTIONS

BSP Parallel: ISO 228  
(equivalent to DIN 259 and BS 2779)


