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View General Precautions

CP301L
3-Pc CARBON STEEL  

BALL VALVE

-20 0C to +180 0C PN63

Socket/Butt Weld 
BSPP/BSPT/NPT

CP301CL

SIZE 1/4” 3/8” 1/2” 3/4” 1” 1 1/4” 1 1/2” 2” 2 1/2” 3” 4” 5”

d (mm) 11.6 12.7 15.0 20.0 25.0 32.0 38.0 50.0

L (mm) 58.0 58.0 63.0 73.0 85.0 96.0 114.0 134.0

H (mm) 52.0 54.0 62.0 66.0 77.0 80.0 91.0 98.0

W (mm) 102.0 102.0 123.0 123.0 153.0 153.0 183.0 183.0

C (mm) 37.5 37.5 45.5 52.5 57.5 71.5 79.0 97.0

Rating PN63 PN63 PN63 PN63 PN63 PN63 PN63 PN63

Rating (psi) 1000 1000 1000 1000 1000 1000 1000 1000

Weight (kg) 0.340 0.317 0.505 0.761 0.984 1.444 2.205 3.325

Body: Carbon Steel ASTM A216

Cap: Carbon Steel ASTM A216

Ball: Stainless Steel CF8

Seats: RPTFE

Stem: Stainless Steel SS316

Hex Nut: Stainless Steel SUS304

Thrust Washer: PTFE

Packing: PTFE

Gland: Stainless Steel SUS304

Spring Washer: Stainless Steel SUS304

Stem Nut: Stainless Steel SUS304

Locking Device: Stainless Steel SUS304

Handle: Stainless Steel SUS304

Plastic Cover: Plastic

Bolt Washer: Stainless Steel SUS304

Plastic Cover: Stainless Steel SUS304

CONNECTIONS

BSP Parallel: ISO 228 (Equivalent to DIN 259)

BSP Taper: ISO 228 (Equivalent to DIN 2999)

NPT: National Pipe Thread (ANSI B1.20.1)

Socket Weld

Butt Weld: Schedule-40


