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View General Precautions

CP36LT
3-WAY STAINLESS STEEL 

BALL VALVLE T-PORT  
WITH MOUNTING PAD

-20 0C to +180 0C

PN63 BSP

CP36LT

SIZE 1/4” 3/8” 1/2” 3/4” 1” 1 1/4” 1 1/2” 2” 2 1/2” 3” 4” 5”

d (mm) 11.6 12.5 12.5 16.0 20.0 25.0 32.0 38.0

L (mm) 76.0 76.0 76.0 86.0 99.1 117.4 123.8 148.0

F (mm) 58.5 58.5 58.5 72.1 81.8 94.7 103.9 125.5

H (mm) 73.0 73.0 73.0 74.3 87.0 92.7 110.4 118.6

W (mm) 123.3 123.3 123.3 123.3 152 152 182 182

E (mm) 36/42 36/42 36/42 36/42 42/50 42/50 50/70 50/70

H1 41.0 41.0 41.0 44.3 53.5 59.2 75.9 84.1

H2 9.0 9.0 9.0 9.0 11.0 11.0 15.0 15.0

A 9.0 9.0 9.0 9.0 11.0 11.0 14.0 14.0

PN PN63 PN63 PN63 PN63 PN63 PN63 PN63 PN63

Weight (kg) 0.758 0.780 0.689 1.132 1.700 2.820 3.900 5.700

MATERIALS

Body: Stainless Steel CF8M

Body Caps: Stainless Steel  CF8M

Handle: Stainless Steel  SUS304

Ball: Stainless Steel  CF8M

Spring Washer: Stainless Steel SUS304

Stem: Stainless Steel SUS316

Seats: PTFE

Locking Device: Stainless Steel SUS304

O-Ring: Viton

Stem Packing: PTFE

Gland: Stainless Steel SUS304
CONNECTIONS

BSP Parallel: ISO 228 (Equivalnet to DIN 259)
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CP36LL
3-WAY STAINLESS STEEL 

BALL VALVLE L-PORT  
WITH MOUNTING PAD

-20 0C to +180 0C

PN63 BSP

CP36LL

SIZE 1/4” 3/8” 1/2” 3/4” 1” 1 1/4” 1 1/2” 2” 2 1/2” 3” 4” 5”

d (mm) 11.6 12.5 12.5 16.0 20.0 25.0 32.0 38.0

L (mm) 76.0 76.0 76.0 86.0 99.1 117.4 123.8 148.0

F (mm) 58.5 58.5 58.5 72.1 81.8 94.7 103.9 125.5

H (mm) 73.0 73.0 73.0 74.3 87.0 92.7 110.4 118.6

W (mm) 123.3 123.3 123.3 123.3 152 152 182 182

E (mm) 36/42 36/42 36/42 36/42 42/50 42/50 50/70 50/70

H1 41.0 41.0 41.0 44.3 53.5 59.2 75.9 84.1

H2 9.0 9.0 9.0 9.0 11.0 11.0 15.0 15.0

A 9.0 9.0 9.0 9.0 11.0 11.0 14.0 14.0

PN PN63 PN63 PN63 PN63 PN63 PN63 PN63 PN63

Weight (kg) 0.769 0.740 0.701 1.156 1.662 2.820 3.855 5.870

MATERIALS

Body: Stainless Steel CF8M

Body Caps: Stainless Steel  CF8M

Handle: Stainless Steel  SUS304

Ball: Stainless Steel  CF8M

Spring Washer: Stainless Steel SUS304

Stem: Stainless Steel SUS316

Seats: PTFE

Locking Device: Stainless Steel SUS304

O-Ring: Viton

Stem Packing: PTFE

Gland: Stainless Steel SUS304
CONNECTIONS

BSP Parallel: ISO 228 (Equivalnet to DIN 259)


